10' CLEAR ZONE (TYP.)
(4% MAX SLOPE)
SEED AND STRAW
(TYP.)
6½'
13' (TYP.)
6" EXTRUDED CURB
(SEE COK-4)
6" EXT.
BACKFILL OR
CUT SLOPE (TYP.)
(SEE PLAN VIEW)
2' 5'
2'

CONCRETE SIDEWALK OPTION
(SEE COK-6)

CURB TYPE OPTIONS:
CURB AND GUTTER
DETACHED
INTEGRAL
(SEE COK-4)

SEE ASPHALT
PAVING DETAIL

CONCRETE SIDEWALK OPTION
WITH GRASS PLOT (SEE COK-6)

CONCRETE SIDEWALK OPTION
(SEE COK-6)

EXTEND BASE STONE
18" FROM PROPOSED
EDGE OF PAVEMENT (TYP.)

ASPHALT SURFACE COURSE (GRADE D)
TACK COAT
ASPHALTIC CONCRETE BINDER (GRADE D)
PRIME COAT
BASE STONE (CLASS A, GRADE D)

ASPHALT PAVING DETAIL
N.T.S

PRIME COAT: 0.2 TO 0.5 GALLONS PER SQ. YARD
TACK COAT: 0.05 TO 0.10 GALLONS PER SQ. YARD