DITCH DETAIL AT HANDHOLE

1. Placement of duct bank and backfill shall be per
   KUB Section 2000 - Underground Duct Bank.
2. Placement of handholes shall be per KUB
   Section 2000 - Underground Duct Bank
3. All conduit to have 10" minimum cover in all directions.
4. Ductile warning tape shall be placed 12" above top conduit.

TYPICAL MAIN LINE DITCH DETAIL

1. Placement of duct bank and backfill shall be per
   KUB Section 2000 - Underground Duct Bank.
2. All conduit to have 10" minimum cover in all directions.
3. Ductile warning tape shall be placed 12" above top conduit.

DITCH DETAIL AT ROAD CROSSING

1. Placement of duct bank and backfill shall be per
   KUB Section 2000 - Underground Duct Bank.
2. All conduit to have 10" minimum cover in all directions.
3. Ductile warning tape shall be placed 12" above top conduit.

PHONE & CATV

WARNING TAPE

GROUND LINE

SPARE

STREET LIGHTS

AGGREGATE

CABLE TV

SPARE

2" SAND

3-1/2' DNL

3-TO-MON AL

PHONE & CATV

WARNING TAPE

GROUND LINE

SPARE

STREET LIGHTS

AGGREGATE

CABLE TV

SPARE

2" SAND

3-1/2' DNL

3-TO-MON AL